COMPANY PROFILE

New Chance Group Limited was established in 2007 which is specialized in manufacturing and selling Battery Chargers to countries all over the world. In our factory we have more than 60 workers and monthly capacity up to 15,000 pieces. We insist on technology innovation, modern equipment and strict quality control, and try our best to provide high quality products for all customers. We have verified certificates CE-LVD, CE-EMC, CE-ROHS and EAC. Our main markets are Europe, South & North America, South-East Asia, and the Middle East. Our products have got very good reputation among our customers and we have very rich experience in OEM and ODM.

Customers’ satisfaction is our No.1 goal. Our professional sales specialists can provide technical support and help for choosing assortments. We always insist on providing high quality products, competitive price, good service to our customers. We are looking forward to keeping a long-term and firm business relationship with worldwide customers for mutual benefits and prosperity. We sincerely invite customers from all over the world to visit our factory and do business with us.
CERTIFICATES

CE-LVD  CE-EMC  CE-ROHS  ISO  

CE-EMC  CE-ROHS  EAC

All for Batteries

- Smart Battery Charger  05
- Battery Charger with Microprocessor  13
- Battery Charger with Transformer  15
- Plastic Case Battery Charger  25
- Jump Starter  27
- Multi-Function Jump Starter  33
- Battery Tester  35
- Power Inverter  39
- Battery Terminal&Booster Cable  41
**UNIQUE FEATURES**

**NC-SC4E**
- Input: 220V, 50Hz
- Output: 0V/12V
- Charging Current: 1A/4A
- Battery Capacity: 1.2-120Ah
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Product Size: 17.5*8.0*4.5cm
- Packing: 20pcs, 13.5/15.1kg
  59*26.5*28.5cm

**NC-SC6E**
- Input: 230V, 50Hz
- Output: 12V/24V
- Charging Current: 1/3A/12V, 3A/4A/12V, 5A/4A/12V
- Battery Capacity: 1.2-180Ah
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Product Size: 21.8*9.0*5.0cm
- Packing: 20pcs, 14.7/11.8kg
  50*29*40.5cm

**MULTI-STAGE CHARGE PROCESS**

- Battery & Alternator Test
- Starter Test
- Battery Recondition Function

RoHS
**UNIQUE FEATURES**

**NC-SC4A**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 1A/4A
- Battery Capacity: 1.2-4.0Ah
- Length of Charge Cable: 150cm
- Length of Power Cord: 150cm
- Product Size: 196.6×9.4×3cm
- Packing: 12 pcs, 4.5/7kg
- 32×29×31cm

**NC-SC4B1**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 2A/4A
- Battery Capacity: 1.2-4.0Ah
- Length of Charge Cable: 150cm
- Length of Power Cord: 178cm
- Product Size: 208×8.5×3cm
- Packing: 20pcs, 11.2/10.6kg
- 58.5×27.5×52cm

- Automatic Pulse Charge
- Automatic Regeneration Mode

- Auto Stop Once Fully Charged
- Suitable for Lithium Battery
**UNIQUE FEATURES**

- Fully Automatic Multi Phase Charging Process
- Maintain Stable Level of Charging
- Detects and Recondition of Weak Batteries

**NC-SC4F2**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 1A/2A/3A/6A
- Battery Capacity: 1.2-120Ah
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Product Size: 18.5*7*4.8cm
- Packing: 20 pcs, 14.8/14.2kg
  50*32*33cm

**NC-SC4F3**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 1A/4A
- Battery Capacity: 1.2-120Ah
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Product Size: 18.5*7*4.8cm
- Packing: 20 pcs, 13/12kg
  55*32*26cm

**NC-SC4F1**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 0.8A/3.8A
- Battery Capacity: 1.2-120Ah
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Product Size: 18.5*6.7*4.6cm
- Packing: 20 pcs, 13/12kg
  55*32*26cm
**UNIQUE FEATURES**

**NC-SC1A**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 0.8A/0.8A
- Battery Capacity: 1.2-120Ah
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Gross Weight: 55kg
- Package: 10items, 44.5x38cm

**NC-SC4A1**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 0.8A/0.8A
- Battery Capacity: 1.2-120Ah
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Gross Weight: 55kg
- Package: 10items, 44.5x38cm

- Power Supply Function: 13.5V/3A

**NC-SC1E**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 2A
- Battery Capacity: 1.2-60Ah
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Gross Weight: 55kg
- Package: 20items, 48.5x32.5cm

**NC-SC2E**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 2A
- Battery Capacity: 1.2-60Ah
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Gross Weight: 55kg
- Package: 20items, 48.5x32.5cm

**Smart Battery Charger**
UNIQUE FEATURES

SHORT CIRCUIT PROTECTION
REVERSE POLARITY PROTECTION
OVER CHARGE PROTECTION
OVER HEAT PROTECTION

Battery Charger with Transformer

NC-LC15B2
Input: 230V, 50Hz
Output: 6V/12V
Charging Current: 0.4-4.5A
Battery Capacity: 4-50Ah
Length of Charge Cable: 60cm
Length of Power Cord: 110cm
Product Size: 19"x15.5"x12cm
Packing: 12pcs, 26/24kg
42"x42"x36cm

NC-LC10B2
Input: 230V, 50Hz
Output: 6V/12V
Charging Current: 0.4-4.5A
Battery Capacity: 4-40Ah
Length of Charge Cable: 60cm
Length of Power Cord: 110cm
Product Size: 19"x15.5"x12cm
Packing: 12pcs, 26/24kg
42"x42"x38cm

NC-LC15B1
Input: 230V, 50Hz
Output: 6V/12V
Charging Current: 0.4-4.5A
Battery Capacity: 4-40Ah
Length of Charge Cable: 60cm
Length of Power Cord: 110cm
Product Size: 19"x15.5"x12cm
Packing: 12pcs, 26/24kg
42"x42"x38cm

www.newchance-auto.com
UNIQUE FEATURES

NC-LC10M
Input: 230V, 50Hz
Output: 12V
Charging Current: 0-6A
Battery Capacity: 4-80Ah
Length of Charge Cable: 85cm
Length of Power Cord: 115cm
Product Size: 2018.5*113cm
Product Size: 8pcs, 33/28kg
Packaging: 12*133*145cm

NC-LC15M
Input: 230V, 50Hz
Output: 12V
Charging Current: 0-8A
Battery Capacity: 4-100Ah
Length of Charge Cable: 85cm
Length of Power Cord: 115cm
Product Size: 2018.5*113cm
Product Size: 8pcs, 38/30kg
Packaging: 52*33*41cm

NC-LC20M
Input: 230V, 50Hz
Output: 12V
Charging Current: 0-16A
Battery Capacity: 4-120Ah
Length of Charge Cable: 85cm
Length of Power Cord: 115cm
Product Size: 2018.5*113cm
Product Size: 8pcs, 42/40kg
Packaging: 52*33*41cm

+ Auto Stop Once Fully Charged

CE RoHS CE RoHS CE RoHS

UNIQUE FEATURES

NC-LC6C
Input: 230V, 50Hz
Output: 6V/12V
Charging Current: 0-4.5A
Battery Capacity: 4-60Ah
Length of Charge Cable: 65cm
Length of Power Cord: 115cm
Product Size: 2017.5*13cm
Packaging: 8pcs, 23/32kg
Packaging: 47*45.5*32.5cm

NC-LC10C
Input: 230V, 50Hz
Output: 6V/12V
Charging Current: 0-6A
Battery Capacity: 4-100Ah
Length of Charge Cable: 65cm
Length of Power Cord: 115cm
Product Size: 2017.5*13cm
Packaging: 8pcs, 29/27kg
Packaging: 47*45.5*32.5cm

NC-LC15C
Input: 230V, 50Hz
Output: 12V/24V
Charging Current: 0-10A/0.5A
Battery Capacity: 4-150Ah
Length of Charge Cable: 85cm
Length of Power Cord: 115cm
Product Size: 2621*18cm
Packaging: 4pcs, 26/20kg
Packaging: 45.5*28.5*40.5cm

NC-LC20C
Input: 230V, 50Hz
Output: 12V/24V
Charging Current: 0-16A
Battery Capacity: 4-200Ah
Length of Charge Cable: 85cm
Length of Power Cord: 115cm
Product Size: 2621*18cm
Packaging: 4pcs, 28/25kg
Packaging: 45.5*28.5*40.5cm

NC-LC30C
Input: 230V, 50Hz
Output: 12V/24V
Charging Current: 0-20A
Battery Capacity: 4-250Ah
Length of Charge Cable: 85cm
Length of Power Cord: 115cm
Product Size: 2621*18cm
Packaging: 4pcs, 30/36kg
Packaging: 45.5*28.5*40.5cm
**NC-LC06E**
- Input: 230V, 50Hz
- Output: 12V
- Charging Current: 0.6A
- Battery Capacity: 4-40Ah
- Length of Charge Cable: 65cm
- Length of Power Cord: 135cm
- Product Size: 19.8*16.3*10cm
- Packing: 12pcs, 24/26kg
  - 44.5*18.5*18cm

**NC-LC10E**
- Input: 230V, 50Hz
- Output: 12V
- Charging Current: 0.6A
- Battery Capacity: 4-60Ah
- Length of Charge Cable: 65cm
- Length of Power Cord: 135cm
- Product Size: 19.8*16.3*10cm
- Packing: 12pcs, 33/35kg
  - 44.5*18.5*18cm

**NC-LC08A**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 0.6A
- Battery Capacity: 4-60Ah
- Length of Charge Cable: 60cm
- Length of Power Cord: 135cm
- Product Size: 18*16*10.5cm
- Packing: 12pcs, 32/34kg
  - 42*42*38cm

**NC-LC10A**
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 0.6A
- Battery Capacity: 4-100Ah
- Length of Charge Cable: 60cm
- Length of Power Cord: 135cm
- Product Size: 18*16*10.5cm
- Packing: 12pcs, 43/44kg
  - 42*42*38cm

- **Auto&Manual Mode**
- **Indication of the Battery Charging Level**
- **Auto Stop Once Fully Charged**
**UNIQUE FEATURES**

- Short Circuit Protection
- Reverse Polarity Protection
- Over Charge Protection
- Over Heat Protection

**NC-LG7D**

- **Input**: 230V, 50Hz
- **Output**: 12V
- **Charging Current**: 0.7A
- **Battery Capacity**: 4.70Ah
- **Length of Charge Cable**: 85cm
- **Length of Power Cord**: 140cm
- **Product Size**: 22.5*16*11cm
- **Packing**: 9pcs, 29/27kg
  60*72*40cm

**NC-LG3A**

- **Input**: 230V, 50Hz
- **Output**: 6A/12A
- **Charging Current**: 1A/3A
- **Battery Capacity**: 0.30Ah
- **Length of Charge Cable**: 80cm
- **Length of Power Cord**: 130cm
- **Product Size**: 20.5*17.5*13cm
- **Packing**: 9pcs, 30/37kg
  67*45.5*52.5cm

**Battery Charger with Transformer**

- **Auto&Manual Mode**
- **Indication of the Battery Charging Level**
- **Quick&Pulse Charge**
- **For 4-12v Batteries At One Time**
- **Auto Stop Once Fully Charged**

RoHS compliant
**UNIQUE FEATURES**

**SHORT CIRCUIT PROTECTION**

**REVERSE POLARITY PROTECTION**

**OVER CHARGE PROTECTION**

**OVER HEAT PROTECTION**

---

**NC-PC4B**

- **Input:** 230V, 50Hz
- **Output:** 6/12V
- **Charging Current:** 2.8A
- **Battery Capacity:** 10-60Ah
- **Length of Charge Cable:** 150cm
- **Length of Power Cord:** 150cm
- **Product Size:** 17"x16.5"x9.3cm
- **Packaging:** 55"x36"x20cm

---

**NC-PC6B**

- **Input:** 230V, 50Hz
- **Output:** 6/12V
- **Charging Current:** 4.2A
- **Battery Capacity:** 10-60Ah
- **Length of Charge Cable:** 150cm
- **Length of Power Cord:** 150cm
- **Product Size:** 17"x16.5"x9.3cm
- **Packaging:** 55"x36"x20cm

---

**NC-PC8B**

- **Input:** 230V, 50Hz
- **Output:** 6/12V
- **Charging Current:** 2.1A/5.6A
- **Battery Capacity:** 10-80Ah
- **Length of Charge Cable:** 150cm
- **Length of Power Cord:** 150cm
- **Product Size:** 26"x18.5"x11.5cm
- **Packaging:** 8 pcs. 37/14kg

---

**NC-PC4C**

- **Input:** 230V, 50Hz
- **Output:** 12V
- **Charging Current:** 2.8A
- **Battery Capacity:** 10-60Ah
- **Length of Charge Cable:** 150cm
- **Length of Power Cord:** 150cm
- **Product Size:** 18"x16.5"x9cm
- **Packaging:** 6 pcs. 15.14kg

---

**NC-PC6C**

- **Input:** 230V, 50Hz
- **Output:** 12V
- **Charging Current:** 4.2A
- **Battery Capacity:** 10-60Ah
- **Length of Charge Cable:** 150cm
- **Length of Power Cord:** 150cm
- **Product Size:** 18"x16.5"x9cm
- **Packaging:** 6 pcs. 14/133kg

---

**RoHS Compliance**

---

**Plastic Case Battery Charger**
• LED Display
• Microprocessor Auto Control
• Small Size, Big Power

NC-JS300
- Input: 230V, 50Hz
- Output: 12/24V
- Charging Current: 1.4A
- Battery Capacity: 25.800Ah
- Stand Current: 300A
- Length of Charge Cable: 180cm
- Length of Power Cord: 180cm
- Product Size: 23.6x10.2x15cm
- Packing: 4pcs/14/13kg
38.5"x34"x41.3cm

NC-SC20E
- Input: 230V, 50Hz
- Output: 6V/12V
- Charging Current: 2.0/20A
- Battery Capacity: 2.2 - 400 Ah
- Stand Current: 100A
- Length of Charge Cable: 160cm
- Length of Power Cord: 160cm
- Product Size: 24x13.5x13.5cm
- Packing: 4pcs/21/28kg
50x27x15cm

• 100A Engine Start
• Battery & Alternator Test
• Starter Test
• Recondition Function
### NC-JC200B
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 30A
- **Start Current:** 200A
- **Battery Capacity:** 20-200Ah
- **Length of Charge Cable:** 140cm
- **Length of Power Cord:** 140cm
- **Product Size:** 28.5"x18.2"x10cm
- **Packaging:** 1 pc, 8.82kg

### NC-JC200A
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 30A
- **Start Current:** 200A
- **Battery Capacity:** 20-200Ah
- **Length of Charge Cable:** 140cm
- **Length of Power Cord:** 140cm
- **Product Size:** 28.5"x22.1"x18.6cm
- **Packaging:** 1 pc, 10.69kg

### NC-JC200B
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 30A
- **Start Current:** 200A
- **Battery Capacity:** 20-200Ah
- **Length of Charge Cable:** 140cm
- **Length of Power Cord:** 140cm
- **Product Size:** 28.5"x18.2"x10cm
- **Packaging:** 1 pc, 8.82kg

### NC-JC200A
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 30A
- **Start Current:** 200A
- **Battery Capacity:** 20-200Ah
- **Length of Charge Cable:** 140cm
- **Length of Power Cord:** 140cm
- **Product Size:** 28.5"x22.1"x18.6cm
- **Packaging:** 1 pc, 10.69kg

### NC-JC100A
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 8A-5A
- **Start Current:** 10A
- **Battery Capacity:** 20-100Ah
- **Length of Charge Cable:** 140cm
- **Length of Power Cord:** 140cm
- **Product Size:** 29.2"x5.3"x10.7cm
- **Packaging:** 2 pcs, 13.5/15.5kg

### NC-JC100B
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 30A
- **Start Current:** 200A
- **Battery Capacity:** 20-200Ah
- **Length of Charge Cable:** 140cm
- **Length of Power Cord:** 140cm
- **Product Size:** 28.5"x22.1"x18.6cm
- **Packaging:** 1 pc, 10.69kg

### NC-JC100A
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 8A-5A
- **Start Current:** 10A
- **Battery Capacity:** 20-100Ah
- **Length of Charge Cable:** 140cm
- **Length of Power Cord:** 140cm
- **Product Size:** 29.2"x5.3"x10.7cm
- **Packaging:** 2 pcs, 13.5/15.5kg

### NC-JC100B
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 30A
- **Start Current:** 200A
- **Battery Capacity:** 20-200Ah
- **Length of Charge Cable:** 140cm
- **Length of Power Cord:** 140cm
- **Product Size:** 28.5"x22.1"x18.6cm
- **Packaging:** 1 pc, 10.69kg

---

### NC-JC120C
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 60A
- **Start Current:** 300A
- **Battery Capacity:** 20-240Ah
- **Length of Charge Cable:** 160cm
- **Length of Power Cord:** 160cm
- **Product Size:** 23.8"x10.5"x10cm
- **Packaging:** 1 pc, 11.5/12.8kg

### NC-JC120D
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 20A
- **Start Current:** 120A
- **Battery Capacity:** 20-400Ah
- **Length of Charge Cable:** 240cm
- **Length of Power Cord:** 240cm
- **Product Size:** 29.2"x22.1"x19cm
- **Packaging:** 1 pc, 10.83kg

### NC-JC160C
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 60A
- **Start Current:** 300A
- **Battery Capacity:** 20-240Ah
- **Length of Charge Cable:** 160cm
- **Length of Power Cord:** 160cm
- **Product Size:** 23.8"x10.5"x10cm
- **Packaging:** 1 pc, 11.5/12.8kg

### NC-JC160D
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 20A
- **Start Current:** 120A
- **Battery Capacity:** 20-400Ah
- **Length of Charge Cable:** 240cm
- **Length of Power Cord:** 240cm
- **Product Size:** 29.2"x22.1"x19cm
- **Packaging:** 1 pc, 10.83kg

---

### NC-JC180C
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 60A
- **Start Current:** 300A
- **Battery Capacity:** 20-240Ah
- **Length of Charge Cable:** 160cm
- **Length of Power Cord:** 160cm
- **Product Size:** 23.8"x10.5"x10cm
- **Packaging:** 1 pc, 11.5/12.8kg

### NC-JC180D
- **Input:** 230V, 50Hz
- **Output:** 12/24V
- **Charging Current:** 20A
- **Start Current:** 120A
- **Battery Capacity:** 20-400Ah
- **Length of Charge Cable:** 240cm
- **Length of Power Cord:** 240cm
- **Product Size:** 29.2"x22.1"x19cm
- **Packaging:** 1 pc, 10.83kg
### NC-JS240A
- **Input**: 230V, 50Hz
- **Output**: 12/24V
- **Start Current**: 240A
- **Charging Current**: 60A
- **Battery Capacity**: 26-600Ah
- **Length of Charge Cable**: 150cm
- **Length of Power Cord**: 150cm
- **Product Size**: 32"*23"*17.5cm
- **Packing**: 1 pc, 21/20kg

### NC-JS300A
- **Input**: 230V, 50Hz
- **Output**: 12/24V
- **Start Current**: 300A
- **Charging Current**: 75A
- **Battery Capacity**: 20-800Ah
- **Length of Charge Cable**: 160cm
- **Length of Power Cord**: 160cm
- **Product Size**: 35.5"*29.5*58.5cm
- **Packing**: 1 pc, 24/23kg

### NC-JS360A
- **Input**: 230V, 50Hz
- **Output**: 12/24V
- **Start Current**: 360A
- **Charging Current**: 90A
- **Battery Capacity**: 20-1000Ah
- **Length of Charge Cable**: 160cm
- **Length of Power Cord**: 160cm
- **Product Size**: 38.5"*29.5*58.5cm
- **Packing**: 1 pc, 28/25kg

### NC-JS240C
- **Input**: 230V, 50Hz
- **Output**: 12/24V
- **Start Current**: 240A
- **Charging Current**: 40A
- **Battery Capacity**: 40-700Ah
- **Length of Charge Cable**: 200cm
- **Length of Power Cord**: 200cm
- **Product Size**: 32"*24*19.5cm
- **Packing**: 1 pc, 25/24kg

### NC-JS360C
- **Input**: 230V, 50Hz
- **Output**: 12/24V
- **Start Current**: 360A
- **Charging Current**: 50A
- **Battery Capacity**: 50-800Ah
- **Length of Charge Cable**: 200cm
- **Length of Power Cord**: 200cm
- **Product Size**: 32"*24*19.5cm
- **Packing**: 1 pc, 25/24kg

### NC-JS400C
- **Input**: 230V, 50Hz
- **Output**: 12/24V
- **Start Current**: 400A
- **Charging Current**: 60A
- **Battery Capacity**: 60-1000Ah
- **Length of Charge Cable**: 200cm
- **Length of Power Cord**: 200cm
- **Product Size**: 32"*24*19.5cm
- **Packing**: 1 pc, 25/24kg

### NC-JS850D
- **Input**: 230V, 50Hz
- **Output**: 12/24V
- **Start Current**: 850A
- **Charging Current**: 100A
- **Battery Capacity**: 20-900Ah
- **Length of Charge Cable**: 200m
- **Length of Power Cord**: 200m
- **Product Size**: 40"*30.5*57.5cm
- **Packing**: 1 pc, 38/37kg

### NC-JS1200D
- **Input**: 230V, 50Hz
- **Output**: 12/24V
- **Start Current**: 1200A
- **Charging Current**: 130A
- **Battery Capacity**: 20-1200Ah
- **Length of Charge Cable**: 200m
- **Length of Power Cord**: 200m
- **Product Size**: 40"*30.5*57.5cm
- **Packing**: 1 pc, 39/38kg

### NC-JS1500D
- **Input**: 230V, 50Hz
- **Output**: 12/24V
- **Start Current**: 1500A
- **Charging Current**: 150A
- **Battery Capacity**: 20-1100Ah
- **Length of Charge Cable**: 200m
- **Length of Power Cord**: 200m
- **Product Size**: 40"*30.5*57.5cm
- **Packing**: 1 pc, 43/42kg

---

![New Chance Auto Parts](www.newchance-auto.com)
**NC-MJC04**
- **Capacity:** 12000mAh
- **Start Current:** 200A, 400A(Peak)
- **Output:** 5V/2A, 12V/2A, 19V/1.5A
- **Charging time:** 4h
- **Life Time:** >1000 cycles
- **Product size:** 167.5*52.8*2cm
- **Packing:** 10pcs, 26/1.9kg

**NC-MJC02**
- **Capacity:** 9600mAh
- **Start Current:** 200A, 400A(Peak)
- **Output:** 5V/2A
- **Charging time:** 3h
- **Life Time:** >1000 cycles
- **Product size:** 133.8*5.2*4cm
- **Packing:** 10pcs, 10.9/2kg

**NC-MJC05**
- **Capacity:** 7500mAh
- **Start Current:** 180A, 300A(Peak)
- **Output:** 5V/2A
- **Charging time:** 3h
- **Life Time:** >1000 cycles
- **Product size:** 13.5*7.5*1.4cm
- **Packing:** 20pcs, 16/5kgs

**NC-MJC30**
- **Capacity:** 10000mAh
- **Start Current:** 24V-300A, 400A(Peak)
- **Output:** 5V/2A, 12V/10A
- **Charging time:** 10h
- **Life Time:** >1000 cycles
- **Product size:** 28.1*5.4*4cm
- **Packing:** 4pcs, 9.3/8.6kg

**NC-MJC31**
- **Capacity:** 9000mAh
- **Start Current:** 24V-300A, 600A(Peak)
- **Output:** 5V/2A, 12V/10A
- **Charging time:** 10h
- **Life Time:** >1000 cycles
- **Product size:** 22.3*13.8*6cm
- **Packing:** 4pcs, 9.3/8.6kg

- **Jump Start**
- **Laptop**
- **Mobile Phone**
- **Car Products**
- **SOS Signal**

RoHS Compliant
**Integrated Thermal Printer to Print Test Reports**

**NC-BT08**
- **Battery voltage:** 6/12V (12/24V vehicle system)
- **Input voltage range:** 1.1V–25V
- **Testing range:** 40 – 2000CCA
- **Test standard:** DIN, IEC, EN, SAE, CA
- **Battery type:** AGM/GEL/SLI
- **Battery capacity:** 5–250AH
- **Test result:**
  - Voltage/Load test/unloaded test
  - Starting and charging current inside the vehicle
  - State of healthy/state of charge
  - Internal resistance of battery
- **Packing:** 10pcs, 14.8/13.8kg / 54*35*37cm

**NC-BT18**
- **Battery voltage:** 6/12V (12/24V vehicle system)
- **Input voltage range:** 7V–25V
- **Testing range:** 20 – 1200CCA
- **Battery capacity:** 3–120AH
- **Test standard:** DIN, IEC, EN, SAE, CA
- **Battery type:** AGM/GEL/SLI
- **Test result:**
  - Voltage/Load test/unloaded test
  - Starting and charging current inside the vehicle
  - State of healthy/state of charge
  - Internal resistance of battery
- **Packing:** 40pcs, 23/12kg / 54*35*37cm
**Load Tester**

**NC-LT01**
- Battery voltage: 6V/12V
- Load test current: 100Amps
- Battery capacity: 12V-100AH, 6V-50AH
- Display Meter: 0-16V (max)
- Packing: 10 pcs, 13/12kg
  - 49.5*35*38cm

**NC-LT02**
- Battery voltage: 12V
- Load test capacity: 125Amps
- Battery capacity: 12V-100AH
- Display Meter: 0-15V (max)
- Packing: 24 pcs, 13.5/12.5kg
  - 54*35*38cm

**NC-LT04**
- Battery voltage: 6V/12V
- Load test capacity: 100Amps
- Battery capacity: 12V-120AH, 6V-50AH
- Display Meter: 8-16V (max)
- Packing: 10 pcs, 13/12kg
  - 49.5*35*38cm
### Power Inverter

<table>
<thead>
<tr>
<th>Model</th>
<th>Continuous Power (W)</th>
<th>Peak Power (W)</th>
<th>Input Voltage (V)</th>
<th>Output Voltage (V)</th>
<th>Output Waveform</th>
<th>Product Size (W, H, D)</th>
</tr>
</thead>
<tbody>
<tr>
<td>NC-PI1000</td>
<td>900W</td>
<td>1200W</td>
<td>12V</td>
<td>12V</td>
<td>Modified Sine Wave</td>
<td>29.8 x 15 x 8.1cm</td>
</tr>
<tr>
<td>NC-PI1500</td>
<td>1350W</td>
<td>1800W</td>
<td>12V</td>
<td>12V</td>
<td>Modified Sine Wave</td>
<td>29.8 x 15 x 8.1cm</td>
</tr>
<tr>
<td>NC-PI2000</td>
<td>1800W</td>
<td>2400W</td>
<td>12V</td>
<td>12V</td>
<td>Modified Sine Wave</td>
<td>29.8 x 15 x 8.1cm</td>
</tr>
</tbody>
</table>

### Power Converter

<table>
<thead>
<tr>
<th>Model</th>
<th>Input Voltage (V)</th>
<th>Output Voltage (V)</th>
<th>Working Current (A)</th>
</tr>
</thead>
<tbody>
<tr>
<td>NC-PC20</td>
<td>24V</td>
<td>12V</td>
<td>20A</td>
</tr>
<tr>
<td>NC-PC30</td>
<td>24V</td>
<td>12V</td>
<td>30A</td>
</tr>
<tr>
<td>NC-PC40</td>
<td>24V</td>
<td>12V</td>
<td>40A</td>
</tr>
</tbody>
</table>